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Attention: It is a violation of Federal law for a dealer to deliver a new motor vehicle or any new or used item of motor 
vehicle equipment (including a tire) covered by this notification under a sale or lease until the defect or 
noncompliance is remedied. 

All involved vehicles that are in dealer inventory must be held and not delivered to customers, dealer 
traded, or used for demonstration purposes until the repair contained in this bulletin has been performed 
on the vehicle.  

 

Make Model 

Model Year 

RPO Description From To 

Cadillac Escalade  
 

2021 

 
 

2021 

  

Cadillac  Escalade ESV   

Chevrolet Suburban   

Chevrolet Tahoe   

GMC Yukon   

GMC Yukon XL   

Involved vehicles are marked ñopenò on the Investigate Vehicle History screen in GM Global Warranty Management 
system.  This site should always be checked to confirm vehicle involvement prior to beginning any required inspections 
and/or repairs.   

Condition General Motors has decided that a defect which relates to motor vehicle safety exists in certain 2021 
model year Cadillac Escalade and Escalade ESV, Chevrolet Suburban and Tahoe, and GMC Yukon 
and Yukon XL vehicles.  In these vehicles, the wrong seat-belt bolt may have been used at one or 
more fastening locations to secure the seat belt to the vehicle.  If an incorrect bolt was used, the seat 
belt may not be properly attached to the vehicle.  If a seat belt assembly is not properly attached to 
the vehicle, the seat belt may not properly restrain an occupant, increasing risk of occupant injury in a 
crash.   

Correction Dealers will replace bolts at suspect seat-belt attachment locations. 

Parts 

Quantity Part Name Part No. 

1 Bolt 11611776 

Important: Due to limited initial parts availability, parts should only be ordered when a Dealer has a vehicle with 
a VIN that is subject to this Recall.  If the VIN is subject to this Recall, its recall status in IVH should be listed as 
ñopen.ò  We have also attached information below to access involved VINs for your convenience. 

Reminder: Parts may be removed from Retail Inventory Management (RIM).  Dealers should review the affected parts 
to confirm RIM managed status.  Parts may have quantity limiters in effect. 

Warranty Information 

Labor 
Operation Description 

Labor 
Time 

Trans. 
Type 

Net 
Item 

9105532 Replace Front Row Seat Belt Retractor Mounting Bolt 0.4  
ZFAT 

 
N/A 9105533 Replace Second or Third Row Seat Belt Retractor Mounting Bolt 0.9 

9105534 Replace Third Row Seat Belt Anchor Bolt 0.8 

Service Procedure 

IMPORTANT: Not all seat belt system attachment bolts require replacement.  Please refer to the VIN table 
provided below, and search for the VIN of the vehicle you are servicing to determine which seat belt system 
attachment bolt requires replacement. 
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NOTE: The bolt being removed from the vehicle may not have cut the proper threads in the nut when the vehicle 
was manufactured. If this occurred, expect to feel resistance for the complete bolt length when removing the 
bolt. When the new bolt is being installed in an unthreaded nut, there will be resistance as the self-threading bolt 
threads the nut. There will be an initial resistance while the thread is being cut, followed by a reduction in 
resistance. This is an expected condition. Continue tightening the bolt until the retractor or belt bracket is 
secured. To complete the installation, tighten the bolt to the proper torque specification.  

Service Procedure for First Row Outer Seatbelt Retractor Mounting Bolt 

1. Remove the center pillar lower trim panel. It is not necessary to disconnect the seat belt from the seat belt anchor 
plate tensioner. Refer to Center Pillar Lower Trim Panel Replacement in SI. 

5618244 

2. Remove and discard the lower retractor bolt (2). 

3. Install the new retractor mounting bolt.  Refer to the note above for installation details. Tighten the new service bolt 
to 45 N.m (33 lb. ft). 


